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POKLÁDKOVÝ A UŽÍVATEĽSKÝ 
MANUÁL K UMELÉMU TRÁVNIKU

Výhradný distribútor:

PRED POUŽITÍM

Pred použitím – a po použití si prosím skontrolujte povrch a rub 
celej umelej trávy. Nepoužite produkt/rez produktu, na ktorej je 
badateľná chyba (estetická/kvalitatívna chyba – napr.: výrobná 
vada, poškodený vlas, odlišný farebný odtieň, znečistený 
povrch, stď.), nakoľko na badateľnú vadu produktu po narezaní 
na mieru a po pokládke už nemôžeme prijať reklamáciu.

PRED KÚPOU

Aby ste vedeli, koľko zvitkov umelého trávnika budete 
potrebovať, musíte najprv zistiť šírku jednotlivých zvitkov 
(1,33m-2m-4m).

Umelé trávniky majú steblá v smere pozdĺž zvitka. Zmena 
smerovania stebiel má za dôsledok inú optickú farebnosť 
trávnika, čo treba jednoznačne brať do úvahy. 

Odporúča sa zakúpiť zvitok s rezervou dĺžky aspoň 10-15 cm. 

Obal z produktu odstráňte niekoľko hodín pred pokládkou. 
Za účelom zjednodušenia aklimatizácie a zmiernenia napätia 
spôsobeného obalom zvitok rozviňte, alebo aspoň uvoľnite. 

POTREBNÉ VYBAVEBIE

Pri pokládke umelého trávnika budete potrebovať nasledovné 
vybavenie:

POKLÁDKA V EXTERIÉRI  NA PEVNÝ PODKLAD

(napr.: betón, kamenná dlažba) Zadná strana umelých 
tráv je vybavená otvormi, ktoré odvádzajú vlhkosť, avšak 
je nevyhnutné zabezpečiť odvádzanie vody z podkladu, 
adekvátnym spádom podkladu, v záujme toho, aby voda 
nestála na povrchu nalepenej umelej trávy!

Pri pokládke na pevný podklad sa odporúča upevnenie 
obojstrannou lepiacou páskou, ktorá umožní odvádzanie 
tekutiny pomocou drenážnych kanálikov. 

Na podklad nalepte rovnobežné a kolmé pásy obojstrannej 
lepiacej pásky vo vzdialenosti približne 50 cm. Pri spájaní 
viacerých pásov umelého trávnika sa riaďte pokynmi uvedenými 
v časti POKLÁDKA UMELÉHO TRÁVNIKA. 

Upevnenie orezaných okrajov je možné pomocou ukončovacích 
profilov. 

POKLÁDKA V EXTERIÉRI NA ZEMINU

Podklad musí byť plochý, adekvátne zarovnaný, stabilný, 
pevný a musí byť opatrený vhodným odvodňovacím systémom! 
Odstráňte vrchnú vrstvu zeminy do hĺbky aspoň 10 cm. 

Za účelom dlhodobého, dekoratívneho a bezpečného užívania 
sa odporúča zakončenie hraničných plôch (napr. tvrdým 
drevom, kameňom alebo betónom). 

Aby ste predišli rozšíreniu burín, povrch ošetrite herbicídom a 
pokryte ho geotextilom. Pre použití viacerých pásov geotextilu 
sa jednotlivé pásy musia prekrývať na ploche minimálne 15 cm. 

POKLÁDKA UMELÉHO TRÁVNIKA

Na rezanie dielcov použite ostrý orezávač. Rez vykonajte vždy 
na spodnej strane materiálu, dbajte na to, aby ste nerozrezali 
jednotlivé všité steblá. 

Pri spájaní viacerých pásov umelého trávnika dbajte na to, aby 
boli spoje presné, ako aj na rovnaké smerovanie stebiel. 

Okraje umelého trávnika zahnutá v šírke aspoň 30-30cm, 
pripevnite narezanú lepiacu pásku, na pásku naneste lepidlo 
a ohnutý okraj prilepte. Pri lepení dodržiavajte pokyny výrobcu 
lepidla. 

We congratulate you on your choice. By choosing  (name product) you have chosen for a low-maintenance and 
child-friendly product which will enhance your living environment. For optimal results it is important that your new lawn 
is properly installed.

What you need:

1. Artificial grass 2. Seam tape 3. Adhesive and comb 4. Sharp carpet knife 5. Spirit level to make a perfectly level base

Measures
Before calculating how many metres are needed, you 
should know if the chosen quality can be delivered in 2 or 4 
meter wide rolls. Artificial grass has a pile direction, length-
wise on the role. Flipping or rotating that pile direction will 
give an optical colour change. We advise you to include at 
least 10-15 cm extra for the width as well as the length. We  
recommend that you do not fold your artificial grass and let 
it acclimatize before it is installed.

acclimatizeSize rolls + 15 cm

Preparation
The subsoil should be sufficiently flat, stable and water- 
permeable. Remove the top-layer of black soil till 10 cm and 
add (breaker) sand. Adding drainage can be recommended. 
After compacting the sand-bed it should be levelled.

For a nice clean look, adding edging or curbing is  
recommended. All kinds of materials can be used for that: 
stone,  concrete, (hard)wood or bendable plastic and  
bendable metal. By using edging or curbing your lawn is  
securely enclosed. Having a border like that can also cover 
uneven edges. It may be wise to use tent pegs to secure 
your lawn at the edges.

10 cm sand drainage
recommended

Kontrola rozmeru zvitka 
a smerovania štetín.
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should know if the chosen quality can be delivered in 2 or 4 
meter wide rolls. Artificial grass has a pile direction, length-
wise on the role. Flipping or rotating that pile direction will 
give an optical colour change. We advise you to include at 
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permeable. Remove the top-layer of black soil till 10 cm and 
add (breaker) sand. Adding drainage can be recommended. 
After compacting the sand-bed it should be levelled.

For a nice clean look, adding edging or curbing is  
recommended. All kinds of materials can be used for that: 
stone,  concrete, (hard)wood or bendable plastic and  
bendable metal. By using edging or curbing your lawn is  
securely enclosed. Having a border like that can also cover 
uneven edges. It may be wise to use tent pegs to secure 
your lawn at the edges.

10 cm sand drainage
recommended

Rezerva 
+15 cm 

We congratulate you on your choice. By choosing  (name product) you have chosen for a low-maintenance and 
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Aklimatizácia 
produktu

Umelý trávnik

We congratulate you on your choice. By choosing  (name product) you have chosen for a low-maintenance and 
child-friendly product which will enhance your living environment. For optimal results it is important that your new lawn 
is properly installed.

What you need:

1. Artificial grass 2. Seam tape 3. Adhesive and comb 4. Sharp carpet knife 5. Spirit level to make a perfectly level base

Measures
Before calculating how many metres are needed, you 
should know if the chosen quality can be delivered in 2 or 4 
meter wide rolls. Artificial grass has a pile direction, length-
wise on the role. Flipping or rotating that pile direction will 
give an optical colour change. We advise you to include at 
least 10-15 cm extra for the width as well as the length. We  
recommend that you do not fold your artificial grass and let 
it acclimatize before it is installed.

acclimatizeSize rolls + 15 cm

Preparation
The subsoil should be sufficiently flat, stable and water- 
permeable. Remove the top-layer of black soil till 10 cm and 
add (breaker) sand. Adding drainage can be recommended. 
After compacting the sand-bed it should be levelled.

For a nice clean look, adding edging or curbing is  
recommended. All kinds of materials can be used for that: 
stone,  concrete, (hard)wood or bendable plastic and  
bendable metal. By using edging or curbing your lawn is  
securely enclosed. Having a border like that can also cover 
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your lawn at the edges.
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recommended

Pokladová lepiaca páska na 
spájanie umelých trávnikov
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is properly installed.
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Preparation
The subsoil should be sufficiently flat, stable and water- 
permeable. Remove the top-layer of black soil till 10 cm and 
add (breaker) sand. Adding drainage can be recommended. 
After compacting the sand-bed it should be levelled.

For a nice clean look, adding edging or curbing is  
recommended. All kinds of materials can be used for that: 
stone,  concrete, (hard)wood or bendable plastic and  
bendable metal. By using edging or curbing your lawn is  
securely enclosed. Having a border like that can also cover 
uneven edges. It may be wise to use tent pegs to secure 
your lawn at the edges.

10 cm sand drainage
recommended

Lepidlo na umelý trávnik  a 
špachtľa na vyhladenie 

We congratulate you on your choice. By choosing  (name product) you have chosen for a low-maintenance and 
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permeable. Remove the top-layer of black soil till 10 cm and 
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For a nice clean look, adding edging or curbing is  
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stone,  concrete, (hard)wood or bendable plastic and  
bendable metal. By using edging or curbing your lawn is  
securely enclosed. Having a border like that can also cover 
uneven edges. It may be wise to use tent pegs to secure 
your lawn at the edges.
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Ostrý orezávač
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give an optical colour change. We advise you to include at 
least 10-15 cm extra for the width as well as the length. We  
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acclimatizeSize rolls + 15 cm

Preparation
The subsoil should be sufficiently flat, stable and water- 
permeable. Remove the top-layer of black soil till 10 cm and 
add (breaker) sand. Adding drainage can be recommended. 
After compacting the sand-bed it should be levelled.

For a nice clean look, adding edging or curbing is  
recommended. All kinds of materials can be used for that: 
stone,  concrete, (hard)wood or bendable plastic and  
bendable metal. By using edging or curbing your lawn is  
securely enclosed. Having a border like that can also cover 
uneven edges. It may be wise to use tent pegs to secure 
your lawn at the edges.

10 cm sand drainage
recommended

Vodováha - za účelom dokonale jednotnej 
plochy pri pokládke na zeminu 
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For a nice clean look, adding edging or curbing is  
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stone,  concrete, (hard)wood or bendable plastic and  
bendable metal. By using edging or curbing your lawn is  
securely enclosed. Having a border like that can also cover 
uneven edges. It may be wise to use tent pegs to secure 
your lawn at the edges.

10 cm sand drainage
recommended
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Na takto pripravený povrch nasypte vrstvu jemného 
piesku a spevnite ju. Spevnená vrstva musí byť stabilná a rovná! 

Vrstva spevneného piesku musí byť hrubá aspoň 10 cm!

Tento manuál sa vzťahuje na pokládku a údržbu umelých trávnikov distribuovaných spoločnosťou DIEGO Kft. Aby Vám zakúpený umelý 
trávnik slúžil čo najlepšie, prosím dodržiavajte uvedené pokyny. 

Pri pokladaní používajte výlučne nami odporučené doplnky (geotextílie, lepidlo pre umelé trávy, kolíky pre umelé trávy). Pokládka produk-
tu je jednoduchá, napriek tomu sú potrebné základné technické znalosti, po prípade je praktickejšie riešenie zveriť pokládku na odborníka. 
Preto v prípade pochybností vždy požiadajte o radu odborníka, alebo sa obráťte na ktorúkoľvek predajňu DIEGO. Naše produkty sú 
vhodné výlučne pre použitie v obytných priestoroch, nie sú vhodné pre použitie v komerčných priestoroch (napr.: pre pokládku na plochu 
pre športové účely)!



Dátum vydania: máj 2021. 

POKLÁDKOVÝ A UŽÍVATEĽSKÝ 
MANUÁL K UMELÉMU TRÁVNIKU

Výhradný distribútor:

Pre dostatočne silné zlepenie zaťažte plochu pozdĺž lepiacej 
pásky napríklad vrecami s pieskom. 

Pásy orežte aj pozdĺž hraničných plôch, odrežte prečnievajúce 
steblá. Pre adekvátne upevnenie pri hraničných plochách 
použite aj kotviace skoby. 

Pri produktoch s vyšším vlasom (Malaga 35, Ibiza, Aruba, 
Santorini, Long Beach, Honolulu, Miami, Maui, Long Island) je 
potrebné, v prípade umiestnenia na prírodnú pôdu, pripravenú 
plochu naplniť kremičitým pieskom, ktorý stabilizuje povrch, 
uľahčí odvádzanie vlhkosti a zabezpečuje prirodzenejší efekt.

ÚDRŽBA

Povrch umelého trávnika je nutné pravidelne zbavovať 
nečistôt, vyzametať špinu, lístie či odpadky. Organický odpad 
alebo zvieracie exkrementy je nutné odstrániť okamžite a 
vydezinfikovať kontaminovaný povrch. 

Steblá sa pri bežnom používaní môžu ohnúť, preto sa odporúča 
ich revitalizácia pomocou zametania. 

Domáce zvieratá môžu spôsobiť trvalé poškodenie 
materiálu. Popol z cigarety a slnečné žiarenie prichádzajúce 
koncentrovane na povrch produktu ju môžu prepáliť, roztaviť 
vlákna, a spôsobiť trvalé poškodenie produktu.

LEPIDLO ULTRABOND TURF PU 1K

Ultrabond Turf PU 1K je lepiaci materiál pripravený na použitie, 
jednozložkový, špeciálny, zelenej farby.

V prípade použitia/záťaže v obytných priestoroch je vhodný na 
lepenie na nasiakavý, cementový podklad, existujúcu keramickú 
dlažbu – lepenie na celý povrch, alebo iba na časti povrchu.

Podklad má byť rovný, pevný, nosný, zbavený nečistôt a 
separačných častíc. 

Pri lepení po celom povrchu je potrebné naniesť lepidlo 
na podklad pomocou vhodnej stieracej špachtle. Pri výbere 
špachtle je potrebné zohľadniť kvalitu rubnej strany umelej trávy 
ako aj kvalitu podkladu. DÔLEŽITÉ: V prípade lepenia umelej 
trávy na celý povrch, otvory nachádzajúce sa na zadnej strane 
produktu nedokážu zabezpečiť odvádzanie vody z povrchu 
produktu! Vo všeobecnosti sa odporúča špachtľa s ozubením 
B2 (~0,6 kg/m2) alebo B3 (~0,8 kg/m2). Pri malých plochách 
alebo pri oprave je možné nahradiť ozubenú špachtľu lepidlom 
z vytláčacej pištole, v tom prípade je potrebné vytlačiť z tuby 
rovnobežné pásy lepidla. 

Do čerstvej vrstvy lepidla je potrebné umiestniť umelú 
trávu, ktorú v ňom treba silno vyhladiť. Povrch sa odporúča 
prevalcovať.

Produkt sa vyznačuje dostatočne dlhou otvorenou dobou, 
preto za ideálnych podmienok sa do lepidla môže umiestniť 
podlahovina do 90 minút, ale pri vyšších teplotách a veternom 
počasí môže byť tento čas podstatne kratší. Na takto položenú 
umelú trávu je možné vstúpiť po 12 hodinách a po 7 dní je plne 
zaťažiteľná.

Pre zachovanie správneho odvádzania vody, umelé trávniky 
sa môžu lepiť aj čiastočne, na nasiakavý podklad/cementový 
podklad, existujúcu keramickú dlažbu:

• lepením okrajov umelej trávy (v závislosti od rozmeru 
povrchu cca. v 10-15cm pásoch)

• v prípade spojenia viacerých dráh umelej trávy, lepenie 
pri spojoch jednotlivých pásov

• taktiež na ďalších vnútorných miestach lepením v 
„bodoch” 

Now your low-maintenance lawn is ready. But low-maintenance does not mean no-maintenance. To keep your  
lawn surface beautiful, we advise you to remove organic debris like leaves etc. with a leaf blower or broom 
regularly.

The installation work
Always try to cut your artificial grass with a sharp carpet 
knife, at the back of the material and use the row of fibres 
as guide for a straight line. Make sure that the two halves 
are placed as close together as possible, but beware of an 
overlap. 

When you are sure that the two pieces come perfectly  
together, the seam tape can be put under the grass. For  
putting the adhesive with a comb on the tape, fold out the 
sides of both rolls over a length of about 60-70 cm and 
spread the adhesive equally. Make sure while closing the 
folding, no fibers are caught in between. Repeat this for  
every 60-70 cm till the whole length is done. Press or walk 
on the seam for a good adhesion.

Use a sharp 
carpet knife

Place the two halves 
close together

Adekvátne spájanie pásov umelého trávnika.


